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USB adapter with optoisolation

USB - adapter

USB adapter (or interface cable) is the unit that provides interface connection with ECUs TGstream
and ProGas and personal computer (PC) through USB port. As well, due to galvanic decoupling adapter
isolates PC from high-voltage static discharges which originate in cars.

| Drivers installation on PC

Drivers installation is carried out only at first adapter connection to PC. Below are general guidelines
to drivers installation of adapter in operation system Windows XP.

1) Insert connector to PC USB-socket . There will appear message “Found new hardware” in the bottom
right corner of the screen and “New Hardware Wizard” will be started.

i) Found New Hardware
FTZ232R LISBE LART

2) Select “No, not this time” in the appeared window and press the button “Next”

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Wlm_juws will search for curent and updated software by

looking on waur computer, on the hardware installation CD, ar on
the 'Windows Update Web site [with your permission)
iva
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3) Select proper location for driver installation by clicking “Install from a list of specific location
(advanced)” and push the button “Next”

Found New Hardware Wizard

This wizard helps pou install software far:

FT232R USB UART

\.'J If pour hardware came with an installation CD
&=~ or Hloppy disk. insert it now.

‘what do you want the wizard to do?

) Install the software automatically (Recommended)
(%1 Install from = list or specific location [Advanced)

Click Next to continue.

< Back “ Next > I[ Cancel ]

4) Search for the best driver in these locations and mark “Include this location in the search”. Push the
button “Browse” and point directory of the driver. Driver is kept in original CD ROM of TG-Stream/ProGas
software in \USB driver\directory and on webpage and FTP server of UAB “Tamona”. After selecting
directory, push the button “Next”.

Found New Hardware Wizard
Please choose pour search and installation options.

(&) Search for the best diver in these locations,

Use the check boxes below to limit or expand the default search, which includes local
paths and remaovable media. The best driver found will be installed.

[[] Search removable media [floppy, CO-ROM..]

Include this location in the search:
CAUSE driver - Erowse

3 Don't search. | will choose the diver to install

Chaose this option to select the device driver from a list. Windows does not guarantes that
the driver pou choose will be the best match for your hardware.

< Back ” et > I[ Cancel ]

5) After installation complete push the button “Ready”.

Found New Hardware Wizard

Found New Hardware Wizard
Please wait while the wizard installs the software...

@ USE Serial Converter

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for

g USE Serial Corwverter

FTLang.dl
To C:AWINDOWS \system32

[ )

Click Finish to close the wizard.

6)“New Hardware Wizard” will be started ones again. Repeat steps 1...5.
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I Port Setup in TamonaGas program

1) Start TamonaGas program. Gototag F7 'Settings”

|z TamonaGAS version 2.41 ;@E -

F1 General | F2 Config| F3 Calibration| F4 Oscilloscope | F5 Autocalibr. | F6 Errors F7 Settilrs ‘ F8 About| [ |
Placement Language 1 Setup Ports :
I AutoPlacement 1
Name (COM1
T e ETE -
|
Save Placement ‘ Font 1 ‘ Setup 1
1
: i
Configuration file Program priority B eSPOrTe dUlap e .
~ Show Save/Load dialogs [High| - T
I Save Select Directories =l

~ Taken together CFG and CLB information Set

I Transmit data CFG or CLB immediately after change - Do not show message "Step-by-step"

File Path

¥ Save Select Page
\J:\Program Files\TamonaGAS)Config

¥ Save settings by closed

o
-

File Name ¥ Full Screen "F" Save
-
=

[Tamona.cfg Hold in front
v Show hint Load l

New File Name ‘ )
I~ Simulator Default
T oo Jaomie 1] 2[3]4]5]0] | |

2) Push the button “Setup” in panel “Port”

Default

3) Select new COM port in new window, eg. COM4. All settings left the same. Push the button “OK”.

Setup [X]

Settings

[~

Part

Baud rate

D ata bits

Stop bits |-I j
Parity |NC'”'3 J

Flows contral |NC'”'3 J

0K | Cancel ‘

L]

L]

Trueness of port selection is accompanied with green panel of port status and message: “Port open”.
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| Technical features

Supported by operation systems Windows 98, 98SE, ME, 2000, Server 2003, XP, Server 2008, Vista
USB specifications USB1.11nUSB2.0

USB bus (USB bus (+5V, 15 mA) and ProGas/TGstream ECU
Supply (+15V,15mA)
Isolation voltage 3750V
Whole cable length 22m
Temperature range -40...+85°C

J Cable pin-out

GND - ground 7XD
+12 V - source of supply [GND
TXD - data output 2V

RXD- data input XD
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